
CE Type CE Category

BENGAL FLARE T1 - Outdoor

Wells Code
Packed 

in

Igniter 

length (mm)

BC000000NASTND 1 300
BC000000NAMEDM 1 300
BBVOCC00NASNGL 1 0
BIVOCC00WH040S 50 300
BNVOCC00RD060S 50 0
BNVOCC00GN060S 50 0

Sound 

Pressure 

(B)

 @ (m) - 

(B)

Hazardous 

Debris (C)

Incandescent 

particles (D)

Unit NEC not 

exceeding

Wells Code Variant Name
Min 

(m)

Avg 

(m)

Max 

(m)

Min 

(m)

Avg 

(m)

Max 

(m)
(dB) (m)

Direction 

(m)

Radial 

(m)
(m) (m) (g)

BC000000NASTND Cineflare (Standard) 0.5 0.7 1 0.3 0.3 0.3 79.4 8 2 1 0 0 400
BC000000NAMEDM Cineflare (Bengal) 0.5 0.7 1 0.3 0.3 0.3 79.4 8 2 1 0 0 400
BBVOCC00NASNGL Strobing Bengal (Std) 0.5 0.7 1 0.3 0.3 0.3 79.4 8 2 1 0 0 42
BIVOCC00WH040S Illuminating Bengal (40 secs) 0.5 0.7 1 0.3 0.3 0.3 79.4 8 2 1 0 0 135
BNVOCC00RD060S Red Bengal 0.5 0.7 1 0.3 0.3 0.3 79.4 8 2 1 0 0 80
BNVOCC00GN060S Green Bengal 0.5 0.7 1 0.3 0.3 0.3 79.4 8 2 1 0 0 80

Green Bengal 90 1.4S/0432

Reg No

0589-T1-0372Bengal

CE name

1.4S/0432

NEQ (g)

400

130

40

200

90

Minimum Safety 

distance

Effect Distance 

(A)

These burn with a very intense bright light and large amounts of white smoke. The colour and effects are as labelled. They also produce local hot sparks 

and dross but almost no noise.

Portfires, Lances & Bengals Bengals

EU-type examinaton certificate

0589.PYR.0492/17

UN No/ Class

1.4G/0431

1.4G/0431

1.4S/0432

1.4S/0432

Radial Distance 

(T)
TECHNICAL PERFORMANCE SPECIFICATIONS

Red Bengal

Description

Ciniflare - Standard size

Ciniflare - Bengal size

Strobing Bengal

llluminating Bengal (40 Secs)


